
Drivers
Frequency Response
Power Handling RMS
Program
Sensitivity 1W/1M
Maximum SPL (1M)
Nominal Impedance
Nominal Dispersion
Crossover Frequency
Height
Width-Front
Depth
Weight LB (KG)

1 x 18”

40 Hz - 250 Hz
300W
750W
98 dB SPL
123 dB SPL
8 Ohms
360º H X 180º V
150 Hz
34” (864 mm)
17.5” (444.5 mm)
19.25” (489 mm)
89 lbs (40.5 kg)

LF 1x12”,
HF 1 x HF20 NMCD*
70 Hz - 16 kHz
150W
375W
94 dB SPL
116 dB SPL/123 dB SPL (peak)
8 Ohms
90º H X 40º V
2 kHz
20.4” (518.6 mm)
14.5” (368 mm)
13.8” (351 mm)
30 lbs (13.6 kg)

LF 1x15”,
HF 1 x HF20 NMCD*
65 Hz - 16 kHz
200W
500W
95 dB SPL
118 dB SPL/125 dB SPL (peak)
8 Ohms
90º H X 40º V
2 kHz
23.8” (606.5 mm)
17.5” (444.5 mm)
15” (380 mm)
46 lbs (21 kg)

LF 1x12”,
HF 1x HF20 NMCD*
70 Hz - 16 kHz
150W
375W
94 dB SPL
116 dB SPL/123 dB SPL (peak)
8 Ohms
90º H X 40º V
2 kHz
20.8” (530 mm)
14.5” (368 mm)
13.8” (351 mm)
34 lbs (15.5 kg)

LF 1x15” Cast Frame,
HF 1 x HF20 NMCD*
60 Hz - 17 kHz
200W
500W
96 dB SPL
119 dB SPL/126 dB SPL (peak)
8 Ohms
90º H X 40º V
2 kHz
27.8” (708 mm)
18” (457 mm)
19” (482.6 mm)
60 lbs (27 kg)

LF 2 x15” Cast Frame,
HF 1 x HF20 NMCD*
50 Hz - 16 kHz
400W
1000W
98 dB SPL
124 dB SPL/131 dB SPL (peak)
4 Ohms
90º H X 40º V
2 kHz
43” (1092 mm)
18” (457 mm)
19” (482.6 mm)
86 lbs (39 kg)

LF 1x15”,
HF 1 x HF20 NMCD*
70 Hz - 16 kHz
200W
500W
94 dB SPL
117 dB SPL/124 dB SPL (peak)
8 Ohms
90º H X 40º V
2 kHz
23.4” (594.8 mm)
17.5” (444.5 mm)
15” (380 mm)
41 lbs (18.5 kg)
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MVP12MVP12M

MVP12M MVP15M MVP12

MVP15HO

MVP215HO

MVP18S

MVP15

MVP15M
Explore new ground-shaking
sonic depths with the
MVP18S subwoofer system.
The MVP18S features a 4-
layer, parallel wound voice coil
that boasts power handling
capabilities rated at 750 watts
program.  A stand socket and
mounting pole provided with
each cabinet, plus a built-in,
150 Hz high-pass output,
make the hard-hitting unit the
perfect complement for any
full-range MVP Series II
system.   

With power handling rated at
500 watts program, the two-
way MVP15HO is outfitted with
a single cast-frame woofer and
a large format horn coupled to
Community’s HF20
compression driver.  The
HF20’s non-metallic diaphragm
provides more accurate
response as well as extremely
low distortion. The low-mass
transducer dissipates heat
quickly to keep you running at
full-throttle all night long.     

High power handling and
sensitivity make the MVP15 a
standout in its class.  Like all
other MVP Series II loudspeakers,
the MVP15 is equipped with
Dyna-Tech driver protection.
Housing a single 15-inch low
frequency driver and horn-loaded
HF20 high frequency section, the
device delivers smooth, even, 90
x 40  coverage, and thrives in
high-SPL environments.  

Outfitted with dual cast frame 15-
inch drivers and a large format
high frequency horn section
incorporating Community’s HF20
compression driver, the
MVP215HO two-way loudspeaker
is tall enough to project over the
top of crowds without the use of a
stand.  The MVP215HO packs so
much low-end punch that systems
employing the device typically
don’t require subwoofers to
provide full bandwidth sound
reinforcement.  Everything the
15HO is and more!

The most compact system among
MVP Series II product offerings, the
MVP12 is a two-way, full-range
enclosure housing a single 12-inch
driver at the bottom end and an
HF20 compression driver at the top
coupled to a 90  x 40  horn.
Perfect for entry-level or small PA
systems, the cabinet tips the scales
at a mere 34 pounds, making it as
portable as it is affordable.

The two-way, full-range
MVP12M stage monitor is
super-compact in size,
providing the aural stage
presence vital to your
performance, while leaving a
barely noticeable footprint.
Space-saving and ruggedly
reliable, the wedge-shaped
device is equipped with a
single 12-inch driver and a
horn-loaded high frequency
section housing an HF20
compression driver.

Turn it on and crank it up
onstage with Community's high
performance MVP15M monitor
system. With a single 15 fueling
low-end punch, and the sonic
purity of a horn-loaded, HF20
compression driver handling
everything above 2 kHz, the
two-way, full-range cabinet
delivers clear, articulate
performance, and maximum
gain before feedback, even at
extreme SPLs.

*NMCD= Non-Metallic Compression Driver     **Flyable

Thinking it's time to get serious about your sound?  Then
you're ready for Community's new MVP Series II
loudspeakers.  Combining the high-output intensity of
raw acoustic power with unrivaled sonic clarity, the
product group brings professional-quality sound
reinforcement to DJs, bands, and anyone else
demanding the best in audio.

There are seven MVP Series II models in all:  Four full-
range two-way cabinets, a pair of powerful floor
monitors, and a potent subwoofer system.  

All full-range systems utilize Community’s proprietary HF20 High
Frequency Compression Driver featuring a ferrofluid cooled non-metallic
diaphragm to insure smooth performance and extremely low distortion. 

Community's Dyna-Tech Driver Protection System safeguards all MVP
Series II models. With Dyna-Tech your speaker can operate at its full
dynamic range and still react quickly to excessive musical transient peaks
without worry of damaging the speaker.  It also means your speaker is
protected from the instant the power amplifier is plugged into it and/or
turned on. Dyna-Tech illuminates a red indicator light found on the input
panel of all models.

Built to withstand the stress of constant use, all MVP Series II enclosures
are ruggedly constructed using internally-braced MDF board covered
with durable black carpeting.  Rubber feet, recessed handles, 1/4-inch
input connectors, two locking connectors, and a perforated 16-gauge
steel grille further complement each package.  With the exception of the
MVP215HO and the floor monitors, every cabinet additionally comes with
its own built-in, die-cast zinc stand socket.  To facilitate hanging,
Community offers an optional STRAPKIT or WB1 accessory for attaching
rigging to threaded inserts.

Hear the difference Community can make in your sound today.  MVP
Series II loudspeakers are sold exclusively by authorized dealers around
the world and are backed by one of the best warranties in the industry.

WITH

D Y N A -T E C H
D R I V E R   P R O T E C T I O N   S Y S T E M

** **
**



DYNA-TECH Driver Protection

Community uses Dyna-Tech circuitry in the MVP Series II.
This circuitry not only provides protection for all drivers in
a loudspeaker but offers multiple levels of protection.

When the protective threshold of the Dyna-Tech  circuit is
reached a red LED on the rear panel provides indication
that the current limiting system is activated. Power to the
system is attenuated by 6 dB.  After input is reduced to a
safe level, the circuit automatically resets itself and
restores full power.  

For short term excessive power inputs occurring at high
frequencies, the excess power to the HF20 driver is
absorbed by the HPCCR's wired directly in series with the
high frequency driver.

With Dyna-Tech your speaker can operate at its full
dynamic range and still react quickly to excessive musical
transient peaks without worry of damaging the speaker.  It
also means your speaker is protected from the instant the
power amplifier is plugged into it and/or turned on.

Community's Proprietary
HF20 Compression Driver

Utilized in all full-range MVP Series II products (including
monitor systems), Community's proprietary HF20
compression driver is outfitted with a non-metallic
diaphragm to provide increased internal dampening,
reduced ringing, and extremely low levels of distortion.
Ferro-fluid cooled to efficiently and quickly dissipate
heat, the device additionally employs a 20 mm. exit
throat and low-mass design which provides extremely
accurate transient and high frequency response.

Midrange Boost Switch

For the enhancement of vocals and all other mid-band
frequencies, MVP Series II systems MVP12, MVP15,
MVP15HO, MVP15M and MVP12M (with the exception of
MVP18S and the high-performance MVP215HO) are
outfitted with a midrange boost switch.

Five-Year Transferable Warranty

MVP Series II components are guaranteed to be free from
defects in materials and workmanship for five years.  This
warranty is automatically transferable to any and all
owners during the specified period.

Two-Year No Fault Warranty

New Community MVP Series II Loudspeakers, purchased
from an authorized Community dealer in the USA, carry a
limited  'no fault' warranty on the crossover and
transducer components only. This warranty is valid for the
first two (2) years of use by the original owner.  

Community Professional Loudspeakers  333 East 5th Street, Chester, PA USA 19013-4511
TEL: 610-876-3400 · 800-523-4934 · FAX: 610-874-0190
w w w . l o u d s p e a k e r s . n e t

Jungle Boogie

*U.S.A. Only


