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Muost standard bulbs, appliance-sized Extend quick-release pole:

bulbs and flame shaped bulbs fit -Grasp 2 sections of the pole, one in each hand
the multi-gripper attachmeant. ~Opposing twists of the wrists will lock or unlock it
Simply press and stretch the -Extend to desired length and re-lack it
gripper around the bulb.
Smaller bulbs will fit into
the lower narrow section.

Broken Bulb Extractor |

Flood Light Remover
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(plus many mare)

Flood lights and bulbs with a flat face
can be gripped with the
suction-cup attachment. . )
To detach the suction cup,

simply pull on the string.
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Pull string to
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R/PAR 38, 40 R/PAR 16, 20, 30 (+) G 2040

Choose an attachment:

-Grasp 2 sections of the pole, one in each hand @? Q m (plus many more)

-Opposing twists of the wrists will lock or unlock it F  RFPAR 16

-Extend to desired length and re-lock it AG
Install appropriate attachment: gg é} Pull string o
-Rotate collar left 1o open disengage

Foam insert accounts for size variations

Extend quick-release pole:

~Choose appropriate attachment (see back) RIPAR 16, 20, 30 (+) G 20-40

-Insert attachment
ﬁ? o % Broken bulbs
RIPAR 38, 40

Twist collar left to lock

Remove/Install light bulbs



