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Solar panels are spread out in East, top and west face 
for solar power. Solar panels are designed in such a 
way in which solar cells are sandwiched by two layer 
of glass panels, 3mm glass on outer face and 5mm 
glass on inner face. These constitute a unit. 

Every unit is connected by a series of silicon threads 
which runs parallel below the solar cells to transfer the 
power to the battery unit. Solar panel units are con-
nected through tongue and groove joints. 
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“Compact is comfort”

The type of rainwater storage unit is a over head tank which 
is located above toilet and bed space

The rainwater is directed from the gutter to a special filter. 
This removes any organic matters (leaves, mosses, bird 
droppings etc.) in water. The cleaned water then stored in 
storage unit, which is ready for use. The debris is moved to 
drain.

 The soil wastes are stored in a chamber, which is located below the 
toilet. The chamber is divided into two parts by low partition projec-
tion. The soil waste when filled in first partition flows to second parti-
tion, which is a recycling unit. The soil waste is decayed and methane 
gas is produced.  The methane gas is allowed to pass through spark 
ignition engine.  With this unit, methane gas can be converted to 
electricity and it is stored in battery unit.

Making a sustainable and self sufficient dwelling is an efficient 
design. Incorporating the modular and mobile concepts in building is 
most efficient and creative. Thus it act as  a compact living which  
can survive itself and let us survive, in various environment providing 
a comfortable living, without producing harm to environment. 


