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Research Summary

Most canes are made of lightweight tube aluminum | Many adjustable canes have a range of 30” to 39” | Quad canes are used for weight bearing | Single point canes are used for 
balance and stability

The designer cane market is poorly represented. The most 
abundant canes are the standard medical issued tube 
aluminum canes, which are light-weight and functional, but 
not typically aesthetically pleasing. There is a tremendous 
need for functional, attractive canes, so the stigma 
associated with using them can be removed.
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Quest™Series
Shock Absorbing Single Point Cane

Ergonomic Grip
Safe and comfortable rubberized grip 
Non-Slip Design
Latex-free construction
Lanyard strap provided

Adjustable
Adjusts from 31" to 37"
Adjusts in 1" increments
Light weight and durable (14oz)
New circle clip design for easy height adjustments

Shock Absorber
Solid core polymer shock system
Reduces stress on back, shoulder, wrist, and elbow
Compresses up to ½ to ¾ inches

Pivoting Aventure™ Tip
Flexes 30o for increased surface contact
Designed to prevent slips and falls
Latex-free construction
Racing stripe comes in a variety of colors

When standing, the base of support is the feet.

Balance is defined as the ability to maintain an individual’s center of gravity over their base of support.

In normal limits of stability, an individual can move 8-12 degrees forward and 4 degrees backwards over their base of 

support without losing their balance.
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