
The Hose Wallet

1. Using an X-acto blade, split a 60 in length of garden hose along its stripe (if there is one) 
 
2. After splitting the hose, peel o� the outer skin of the hose. You may discard of the inner 
lining and threadding.
3. Using a cotton teeshirt to cover the hose, Iron the hose on high. Ironing should take no 
longer than ten seconds per section. Caution should be used as hose may melt if ironed for 
too long. Continue until length of the hose is flat. 
4. Fold the flattened 60in length of hose in half and cut at its midpoint, creating two 30in 
strips.
5. Take 5 - 6 33 in lengths of masking tape and loop each end sticky side out and lay on a 
table, overlapping slightly. 
6. Carefully lay the two lengths of hose, shiny side down on the tape, making sure the two 
lengths are touching tightly in the middle. 
7. Using the instant vinyl, run a seam of glue up the length of the hose. Then cover the 
seam with the electrical tape, creating a 30 in piece of double wide hose. Cover with 
weight and let cure for around an hour.
8. Using the provided templates, trace the patterns for A, B and C on to the double wide strip of hose and 
proceed to cut out the shapes.
9. Iron the creases indicated on the template using the same method from step 3 to create a
memory for the fold. Take piece A and cut a 3 1/2 in slit on the indicated line on each side of
 the template creating the card slot. Take the two pieces labeled B and glue to the back of A 
(the shiny side should recieve the glue on B), these will serve as the backing for each credit 
card slot. Let set for an hour. Now, with A-B being one piece, place on the inside of piece C.
Make sure that both the rough side of B and C are on the inside of the wallet. Now, fold up
the �aps on piece C and glue to the front of A. Set under weight and let cure for an hour.
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