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•PERFECT FOR RESIDENTIAL AND COMMERCIAL SEATING 
•SUPERIOR ABRASION, EXCELLENT TENSILE AND TEAR STRENGTH
•NO FLAME RETARDANT CHEMICALS
•PVC, HEAVY METAL AND PHTHALATE FREE
•STRETCH KNIT BACKING

Technical SpecsValuesTest Method
Surface Composition100% Polyurethane
Finished Width54" min.ASTM D 751-06
Weight at 54 inches20 oz/yd ±10%ASTM D 751-06
Thickness1.0 mm ±10%ASTM D 751-06
Total Weight13.3 oz./yd

2
±10%ASTM D 751-06

Backing Composition100% PolyesterASTM D 751-06
Backing Weight6.8 oz / yd

2
±10%ASTM D 751-06

RepeatNone
RailroadedNo
Put-up30 yards
Cleaning CodeW

PerformanceValues Test Method
Grab Tensile50 lbs./in.× 50 lbs./in. min.ASTM D 751-06
Trap Tear18 lbs./in. × 18lbs./in. min.ASTM D 751-06
Seam Strength40 lbs./in. × 40 lbs./in. min.ASTM D 751-06
Adhesion4 lbs./in. × 4 lbs./in. min.ASTM D 751-06
Stretch @ 15# (MD×CD)10% × 20%ASTM D 751-06
Flex Resistance25,000 CyclesASTM D 2097-91
BlockingNo. 1 - PassFTMS 191A-TM5872
Crock ResistanceDry-4 Wet-4AATCC 8-2007
Wyzenbeek Abrasion100,000 cycles, #10 cotton duckASTM D 4157-92
Hydrolysis Resistance7 weeksASTM D 3690-02

7 weeksISO 5423: 1992 E
Lightfastness150 hoursASTM D 4329-05

FlammabilityEnvironmental
California Bulletin 117-2013, Section 1PASS2. No persistent organic pollutants
IMO A.652(16)8.2PASS3. No toxic by-products
NFPA 260PASS5. RoHS and REACH compliant
UFAC 1990PASS6. Over 99% of solvents recaptured and recycled

5. RoHS and REACH compliant

While all items shipped will be a commercial match, dye lots may be subject to variation.

Country of Origin: China
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