
LEVEL 01

100' - 0"

PARKING LEVEL 01

115' - 6"

11

11

EIFS SYSTEM

2" WIDE 22 GA
METAL STRAP
EACH SIDE

BACKWRAP MESH
THEN OVERLAP 2
1/2" MIN - TYP. AT
SYSTEM RETURNS

COLOR
COORDINATED
PRIMER/COATING AT
SYSTEMS RETURNS

CONT 6" HIGH STRIP
OF RUBBERIZED
ASPHALT FLASHING
WITH SMALL INVERTED
PIECE OF SAME ON
BACK AT JOINT

PERIMETER FIRE
CONTAINMENT
SYSTEM

F
.O

.
S

H
T

H
G
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6" STEEL STUD WITH
DEEP LEG RUNNER
TRACK FOR
EXPANSION

3 5/8" STEEL STUD

EXTERIOR GYP.
SHEATING

METAL STUD
ANCHORING

2
"

1
' -
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0

"

EIFS SYSTEM REVEAL

2" 7" 10"

CONTINUOUS 3 X 3 X 20 GA.
CLIP ANGLE BETWEEN STUDS

E
.O

.S

EIFS SURROUND
BAND (BEYOND)

EIFS OFFSET
(BEYOND)

EIFS SYSTEM
AIR/WATER BARRIER

CONCRETE BARRIER
WALL

WATERSTOP

EIFS SYSTEM
REVEAL

CONCRETE
FOUNDATION WALL
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"

EIFS SYSTEM
AIR/WATER BARRIER

EIFS SYSTEM

COLOR
COORDINATED
PRIMER/COATING AT
SYSTEMS RETURNS

3 5/8" STEEL
STUD

EXTERIOR GYP.
SHEATING

EIFS SYSTEM REVEAL

EIFS SURROUND
BAND (BEYOND)

EIFS OFFSET
(BEYOND)

EIFS SYSTEM
AIR/WATER
BARRIER

2" 1" 2" 7" 10"

1' - 0"

96' - 2"

VARIES
REF. PLAN

CONCRETE
BARRIER WALL
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EIFS
SURROUND
BAND BEYOND

EIFS OFFSET
BEYOND
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.
C

O
N
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.

S
H

E
L
F

EXTERIOR GYP.
SHEATHING

SEALANT AND
BACKER ROD

COLOR
COORDINATED
PRIMER/COATING AT
SYSTEM RETURNS

BACKWRAP MESH
THEN OVERLAP 2
1/2" MIN - TYPICAL
AT SYSTEM
RETURNS

FLASHING TAPE

T.O. SHELF
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.
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A
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2" 1" 2" 7" 10"

9" 10" 5"

90' - 0"

FINISH GRADE
VARIES

IMPACT CABLES
42" HEIGHT, (TYP)

SPEED RAMP

PARKING

108'-0"

BELOW GRADE
VAPOR RETARDER

1' - 7"

LEVEL 01

100' - 0"

PARKING LEVEL 01

115' - 6"

AA.5

AA.5

PREECAST
CONCRETE,
REVEAL

DOUBLE
SEALANT AND
BACKER ROD

T.O. CONC.
FOUNDN.
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.
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O
N

C
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F
O
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N

D
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A
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L
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C
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F

CONC. LEDGE

1' - 6"

PREECAST
CONCRETE,
PC-01

PREECAST
CONCRETE,
PC-02

MISC. STEEL
/ANCHORING

CONCRETE
BARRIER WALL

TROWELED
MASTIC
DAMPPROOFING

2"

WATERSTOP

PREECAST
CONCRETE,
DEFLECTION
JOINT

MISC. STEEL /ANCHORINGPREECAST
CONCRETE,
DEFLECTION
JOINT

FINISHED
GRADE

F
.O

.B

E
.O

.S

91' - 0"

SPEED RAMP

99' - 0"

T.O.
CONC. WALL

1' - 0"

2" 10"
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DOUBLE
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F
.O

.
C

O
N

C
.

F
O

U
N

D
W

A
L
L

F
.O

.B

2
"
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2
"

1
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"

5
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"

PREECAST
CONCRETE,
REVEAL

2" 10" 10"

1' - 0"

PERIMETER FIRE
CONTAINMENT SYSTEM

AT PRECAST
CONNECTION GROUT
FILL LEAVE OUT SOLID

ANCHOR WITH SLIP
CONNECTION

CONTINUOUS 2" STRIP OF
SEMI RIGID MINERAL
WOOL INSULATION

ANCHOR WITH SLIP
CONNECTION

SPEED RAMP
SLAB, REF: A2.011

PARKING

VARIES

SPEED RAMP

RUBBERIZED ASPHALT
FLASHING

ASPHALT DAMP-
PROOFING
MASTIC BELOW
GRADE

8" 10"

PREECAST
CONCRETE,
PC-01

2' - 4"

2"

1' - 8"

2' - 4"

42" TALL CONC. IMPACT WALL

REF. STRUCTURE

1' - 3"

PARKING LEVEL 01

115' - 6"

AA.5

AA.5

PRECAST
CONCRETE
SORROUND,
PC-02
(BEYOND)

LOUVER

PREECAST
CONCRETE,
PC-01
(BEYOND)

DOUBLE
SEALANT
AND BACKER
ROD

SHEET WATER-
PROOFING

T.O.
CONC. CURB
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.
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PREECAST
CONCRETE,
PC-01

CONCRETE
BARRIER WALL

WATER-
PROOFING

WATERSTOP

FINISHED
GRADE

F
.O

.B

E
.O

.S

91' - 0"

SPEED RAMP

99' - 0"

T.O.
CONC. WALL
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C
.
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O
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N
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L
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(B
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2" 10" 10"

PERIMETER FIRE
CONTAINMENT SYSTEM

AT PRECAST
CONNECTION GROUT
FILL LEAVE OUT SOLID

CONTINUOUS 2" STRIP OF
SEMI RIGID MINERAL
WOOL INSULATION

SPEED RAMP
SLAB, REF: A2.011

PARKING

VARIES

SPEED RAMPPRECAST
CONCRETE
SORROUND,
PC-02

LOUVER

PRECAST
CONCRETE
WATERTABLE
PC-02
(BEYOND)

4" 8"

PREECAST
CONCRETE,
REVEAL
(BEYOND)

PREECAST
CONCRETE,
REVEAL
(BEYOND)

4" 8"

2" 10"

2"

2
"

1
' -

 0
"

2
' -

 1
0

"
2

"

8" 10"

5
' -
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"

1
' -

 0
"

1
' -

 6
"

ASPHALT DAMP-
PROOFING MASTIC
BELOW GRADE

PREECAST
CONCRETE,
PC-02

2"

1
' -

 0
"

2"

SEALANT
WITH BOND
BREAKER
TAPE

SHIM

CONC. LEDGE

1' - 6"

2"6"

2"

1' - 8"

2' - 4"

REF. STRUCTURE

1' - 3"

42" TALL CONC. IMPACT WALL

LEVEL 01

100' - 0"

1

SEALANT AND
BACKER ROD

PRECAST CONCRETE

STONE, ST-01

F
.O

.
S

T
O

N
E

E
.O

.S

JOINT-FILLER
STRIP

ASPHALT
DAMPPROOFING
MASTIC BELOW
GRADE

98' - 6"

T.O.
STRUCTURE

R-19 INSULATION

METAL STUD

5/8" GYP. BOARD

GUTTER DRAINAGE
SYSTEM

1' - 2" 1' - 4"

2' - 6"

RETAIL

2"

ANCHOR WITH SLOT
CONNECTION

GROUT SOLID

RUBBERIZED ASPHALT
FLASHING

FILL CAVITY WITH
MINERAL WOOL INSULATION

LEVEL 01

100' - 0"

1

SEALANT AND
BACKER ROD

PRECAST
CONCRETE
PC-01 (BEYOND)

STONE, ST-01
(BEYOND)

F
.O

. 
S

T
O

N
E

(B
E

Y
O

N
D

)

RUBBERIZED ASPHALT
FLASHING

E
.O

.S

JOINT-FILLER
STRIP

98' - 6"

T.O.
STRUCTURE

RETAIL

MULLION
CLOSURE TRIM

GLAZED ALUMINUM
WALL SYSTEM

STONE WINDOW
SURROUND, ST-01,
(BEYOND) EXTRUDED ALUMINUM

SILL EXTENSION - FINISH
TO MATCH GLAZING
SYSTEM

FILL CAVITY WITH
BATT INSULATION

SEALANT AND
BACKER ROD

ALUMINUM ANGLE TO
MATCH MULLION FINISH
WITH GASKET SEAL AT
1/2" AFF. TYP.

F
.O

.
G

L
A

S
S

F
.O

. 
B

(B
E

Y
O

N
D

)

PREFINISHED METAL
TRIM TO MATCH
GLAZED ALUMINUM
CURTAIN WALL
SYSTEM

CONTINUOUS HOT FLUID
APPLIED WATERPROOFING
ON VERTICAL FACE AND
OVER CONCRETE CURB

CONCRETE CURB

6" 4" 1" 7" 1' - 0"

10" 1' - 8"

REFER TO (ATC)
ENVIRONMENTAL
DRAWINGS FOR BELOW
GRADE WATERPROOFING
ASSEMBLIES & DETAILS

WATERSTOP

5
"

8"

2" 2"

LEVEL 01

100' - 0"

SEALANT AND
BACKER ROD

E
.O

.S

JOINT-FILLER
STRIP

T.O.
STRUCTURE

LOBBY

MULLION
CLOSURE TRIM

GLAZED
ALUMINUM WALL
SYSTEM

STONE COLUMN
(BEYOND)

EXTRUDED ALUMINUM
SILL EXTENSION - FINISH
TO MATCH GLAZING
SYSTEM

FILL CAVITY WITH
BATT INSULATION

SEALANT AND
BACKER ROD

ALUMINUM ANGLE TO
MATCH MULLION FINISH
WITH GASKET SEAL AT
1/2" AFF. TYP.

F
.O

.
G

L
A

S
S

PREFINISHED METAL
TRIM TO MATCH
GLAZED ALUMINUM
CURTAIN WALL
SYSTEM

CONTINUOUS HOT FLUID
APPLIED WATERPROOFING
ON VERTICAL FACE AND
OVER CONCRETE CURB

CONCRETE CURB

1" 7"

REFER TO (ATC)
ENVIRONMENTAL
DRAWINGS FOR
BELOW GRADE
WATERPROOFING
ASSEMBLIES &
DETAILS

WATERSTOP

8
"

8"
FINISHED FLOOR AS
SCHEDULED

T.O.
STRUCTURE

99' - 9"

3
"

99' - 3"

100' - 5"

T.O. CURB

3
/4

"
10

T.O. CONC.
FOUNDN.

92' - 0"

ANCHOR WITH SLOT
CONNECTION

REINFORCED CONCRETE
SLAB

AT PRECAST CONNECTION
GROUT FILL LEAVE OUT SOLID

GROUT SOLID

RUBBERIZED ASPHALT
FLASHING

PRECAST
CONCRETE
WATERTABLE
PC-02

DOUBLE
SEALANT AND
BACKER ROD

ASPHALT
DAMPPROOFING
MASTIC BELOW
GRADE

CONT.
STEEL ANGLE

F
.O

.B

E
.O

.S

STAIR 3

BELOW GRADE
VAPOR RETARDER

2' - 0"

1' - 2" 10"

2"

93' - 6"

FILL CAVITY WITH
MINERAL WOOL INSULATION

REF. STRUCTURAL

GRADE BEAM

1
' -

 6
"

AA

92' - 0"

ANCHOR WITH SLOT CONNECTION

REINFORCED CONCRETE SLAB

AT PRECAST CONNECTION
GROUT FILL LEAVE OUT SOLID

GROUT SOLID

RUBBERIZED ASPHALT FLASHING

PRECAST CONCRETE
WATERTABLE, PC-02

DOUBLE SEALANT
AND BACKER ROD

ASPHALT DAMPPROOFING
MASTIC BELOW GRADE

CONT. STEEL
ANGLE

F
.O

.B

E
.O

.S

STAIR 3

BELOW GRADE
VAPOR RETARDER

FILL CAVITY WITH
MINERAL WOOL INSULATION

JOINT-FILLER STRIP

SEALANT AND
BACKER ROD

93' - 6"

T.O. CONC.
SLAB

1' - 2" 1' - 6"

1' - 0"

2"

REF. STRUCTURE

GRADE BEAM

1
' -

 6
"

T.O. CONC.
FOUNDN.

2% SLOPE
.

2' - 8"

AA

91' - 0"

REINFORCED CONCRETE
FOUNDATION BY WEDGE
CONTRACTOR

PRECAST CONCRETE
WATERTABLE, BEYOND
PC-02
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B

E
Y
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N

D

E
.O

.
W

E
D

G
E

LOADING
DOCK

BELOW GRADE
VAPOR RETARDER

JOINT-FILLER STRIP

SEALANT AND
BACKER ROD

T.O. WEDGE
SLAB

2' - 10"

REF. STRUCTURE

GRADE BEAM

T.O. CONC.
FOUNDN.

2% SLOPE
.

REINFORCED
CONCRETE SLAB

9' - 2"

E
.O

.S
/ 
W

E
D

G
E

12' - 0"

TRENCH DRAIN

COILING
O.H. DOOR PANEL

2' - 8"

WEDGE

NOTE:

GRADE BEAM STEPS DOWN
TO EL: 91'-0" ONLY AT WEDGE
FOUNDATION, REF. STRUCTURAL
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PODIUM DETAILS -

SECTION

20 JANUARY 2017

CORE & SHELL SET /

PRICING UPDATE

2
.6
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.2

0
1
5

0
6
3

0

 1 1/2" = 1'-0"01
SECTION DETAIL - EIFS OFFSET

AT EAST SPEED RAMP
 1 1/2" = 1'-0"02
SECTION DETAIL - PRECAST CONCRETE

AT SOUTHEAST SPEED RAMP
 1 1/2" = 1'-0"03
SECTION DETAIL - LOUVER

AT SOUTHEAST SPEED RAMP

 1 1/2" = 1'-0"05
SECTION DETAIL - PRECAST CONCRETE

BASE AT CHURCH STREET

 1 1/2" = 1'-0"06
SECTION DETAIL - GLAZED ALUMINUM WALL

SYSTEM BASE AT CHURCH RETAILS
 1 1/2" = 1'-0"07
SECTION DETAIL - GLAZED ALUMINUML

WALL SYSTEM BASE AT TRYON LOBBY

 1 1/2" = 1'-0"08
SECTION DETAIL - PRECAST WATERTABLE

BASE TERMINATION AT STAIR 3 - EAST
 1 1/2" = 1'-0"09
SECTION DETAIL - PRECAST WATERTABLE

BASE TERMINATION AT STAIR 3 - SOUTH

 1 1/2" = 1'-0"04
SECTION DETAIL - AT LOADING DOCK

COILING O.H. DOOR / WEDGE / TRENCH DRAIN
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